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MATERIAL SAFETY DATA SHEET NPCA 1 -7~ 
FOR COATINGS. RESINS AND RELATED MATERIALS 

DATI! Oil fORI!... 5 /'2 7 I 7 6 I (APProved by U.S. Department of UIIOI' ··Eeeentiallv Similar .. to Form OSHA·201 

Section I 

Administrati'ltl end ReStJBrch Center 1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 80018 

EMERGENCY TELEPHONE 312-29&6611 

.. 
PROoucTcLAss Polyaromatic Isocyanate 

TAAOI! NAME 

MANUFACTUAERS COOl! IDENTIFICATION 

910-702 Integral Fuel Tank Coating 
Activator 

Section II - HAZARDOUS INGREDIENTS 

INGREDIENT 

. . 
Metiyl Ethyl Ketone 
4,4 Diphenylmethane Diisocyanate 

(MDI) 
Polyaromatic Isocyanate 

COrUIOENTtAL IN!FORMAIION 
*C nu:>CeilJ.J~t<.iJ 13 GONFIDENTIAL AND 

* * ~ Tr¥ '1"12' ~ 'hfif '1.~~CXI!i~ Kmtn d d DIS~lo•sc~D\ ~~~ fO~ fH~ ;lj~(1'g~·-en e 
R~QUIH~C BY LAW. NO OTHER USE OR 
DiSCLOSURE IS AUTHORIZED. 

PERCENT 

10 . 
45 

45 

TW 
lEL 

VAPOR 
PRESSURE ...... mo/M1 

@20°C,mm 

200 590 1.8 70 mm 
o. 02*c ~ 0.2 ND <0.01 

* It . 

--Not e tablishe :1ND <0.01 

NO = No pata 
NA. =Not Applicable 

Section Ill - PHYSICAL DATA 
BOILINGRANGE 176-400°F 

80-208°C 
EVAPORATION RATE 0 FASTER rn SLOWER. THAN ETHER 

vAPOR oeNSITY . (:x:J HEAVIER. D LIGHTER. THAN AIR 

PERCENT \IOLATIL£ 
16 BY \IOLUME o 0 

WEIGHT PER 
GALLON 9 • 8 lbS • 

Section IV - FIRE AND EXPLOSION HAZARD DATA 

OOTCATEGOAY Flammable FLA&HPOINT 22°F (Closed Cup) LEL See II 
-5.5°C 

eXTINGUISHINGMEOIA Use National Fire Protection Association Class B extinguishers 
(Carbon dioxide, dry chemical or foam) 

UNUSUALFIREANOI!lCPLOSIONHAZAAOS Keep COntainers tightly ClOSed • Isolate from heat t 
electrical equipment, sparks and open flame. Closed containers may explode 
when exposed to extreme heat. Do not apply to hot surfaces. 

SPECtAL,IREFIGHTtNGPRoceouAEs Water spray may be ineffective. Water may be used to cool 
closed containers to prevent pressure build-up and possible auto ignition or 
explosion when exposed to extreme heat. If water is used fog,' nozzles are 
---4---'t-"l-
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Section V- HEALTH HAZARD DATA 

THResHoLoLIMITVALue See II (Not Established for Product) 
EFFEcTs oF oveRexPosuRE Inhalation: Anesthetic. Irritation of the resp.iratory tract 
or acute nervous sy~tem depr~ssion characterized by headache, dizziness, 
staggering ~it, confusion, unconsciousness or coma. Others as noted in s~c. IX. 

Skin or Eye Contact: Primary Irritation. Observe Sec. IX. 

eMeAG!NCYANDf'tASTAIDPAoceouRES Inhalation: Remove from exposure. Restore breathing. 
Keep warm and quiet. Not~fy a physician. Skin Contact: Wash affected 
areas with water. Remove contaminated clothing. Consult a physician. 
Eye Contact: Flush with water for 15 minutes. Consult a physician. 

Section VI - REACTIVITY DATA 
- • STABILITY D UNSTABLE (][] STABLE CONDITIONS TO AVOID 

II~COMPATABILITY (Material• to avoid) 

HAZARDOUS DECOMPOSITION PRODUCTS 

Products of combustion are hazardous. 

HAZARDOUS POLYMERIZATION D MAY OCCUR [XJ WILL NOT OCCUR 

CONDITIONS TO AVOID 

Section VII - SPILL OR LEAK PROCEDURES 
.... 

STEPSTOBETAKENINCASEMATERIALISRELEASEDORSPILLED RemOVe all $OUrCeS of ignition. AVOid 
breathing vapors. Ven~~late area. Remove with inert absorbent and non-
sparking tools. · 
wASTEDISPOSALME~Hoo Dispose in accordance with local, ;;tate and federal regulations. 

Incinerate in approved facility. Do not incinerate closed containers. 

Section VIII - SPECIAL PROTECTION INFORMATION 

RESPtRAToRvPRoTecTtON In outdoor or open areas use NIOSH approved mechanical filter 
respirator. 
In restricted ventilation areas use NIOSH approved chemical-~echanical filters. 

In confined areas use NIOSH approved air line type respirators or hoods. 

veNTILATION Where employees· may be expo.sed, provide general dilution or local 
exhaust ventilation in volume and pattern to keep TLV of hazardous ingredients 
in Section II below recommended (ACGIH) or regulated .. (OSHA) limit. Whe~e 
employees will not be exposed, keep LEL in Section II below 25% of limit. 

PROTECTIVE GLOVES -Recommended 1 --4 Required 
EvE PROTECTION Use safety eyeware des~gned to protect against splash of liquids. 
oTHERPRorecrtveEaurPMENT Prevent prolonged skin contact with contam.i,nated clothing. 

Section IX- SPECIAL PRECAUTIONS 
PRECAUTIONSTOBETAKENINHANDLINGANOSTORtNG UO not Store abOVe 12Q°F. Store large quantitieS 

in buildings designed and protected for storage of flammable liquids. 

orHeRPRecAunoNs Do not take internally. Containers should be grounded when pour­
ing. Avoid free fall· of liquid in excess of a _few inches. Do ~ot sand, _fla~e 
cut, braze or weld without NIOSH approved resp~rator or appropr~ate vent~lat~on. 
Observe container precautionary label ~arnings. 

Inhalation of isocyanates can cause allergic sensitization. Symptoms may includel1 

mucous membrane irritation, tightness of chest, irritation if respiratory tract, 
coughing, headache, and shortness of breath. Asthma-like attacks may follow. 
Observe Section VIII instructions. 1 
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